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MULTI-FUNCTION BOOKLET MAKER

The PT 33MFB (multi-function booklet maker) is a two bin system complete with heavy duty stitching 
heads and face trim. Unlike others in its class the MFB is packed with additional functionality including 
crease/perf channels with the option to partial perforate in one pass. Automatically crease in-line 
to combat toner cracking on heavier weight covers or run booklets with a T/L perf automatically 
without the need to process sheets beforehand. The PT33MFB’s patented progressive crease function 
creates a square back booklet free of cracking even on heavy stock with increased longevity.

NOTE: Machine performance will vary based on stock weight, type, and specifications of the job being performed.
WARRANTY: 3 year warranty (excludes consumables)

Infeed Size     5.9” x 8.27 - 13” x 19” (14.85cm x 21cm - 33cm x 48cm)
Output Size (Saddle Stitch):  5.9” x 3.15” - 13” x 9.5” (14.85cm x 8cm - 33cm x 24cm)
Output size (Side Stitch):   10.55” x 4.4” - 13” x 9.75” (26.8cm x 11.2cm - 33cm x 24.7cm)
Output Conveyor    Standard
Double Feed Detection   Ultrasonic (standard)
Stitching Thickness   2-25 pcs, 80gsm paper
Stitch Head Quantity   2 (Deluxe Stitch Heads)
Cutting Capacity    48 pc. 80gsm + 2 pcs of 128gsm cover
Cutting Strip Width    .08” - .8” (2-20mm)
Consumable     Steel Wire (5lb spool capacity)
Loading Capacity    Top Bin: 4“ (10cm), Bottom Bin: 13.8” (35cm) 
Speed      Up to 3,000 books per hour
Controls     Touch screen
Machine Weight    1,388lbs (630kg)
Machine Dimensions   146.45” x 30.31” x 50.5” (372cm x 77cm x 128cm)
Electrical     3 lines: 110-130V, 50/60 Hz, 15A
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• Standard dual stage feeder and the manual 
bypass feeding options

• Automatic center alignment, side/back guide 
adjustment, and fold roller gap adjustment

• Standard progressive crease, end mark detection, 
and side blower/tail blower

• Cross perforater, Linear perforater, Linear partial 
perforater, barcode reader options


